


COMPANY INTRODUCTION

We, GRANDE-TEK FLOW CONTROL CO.,LTD.  has been established in 1996, and  we are developing with intergrated in designing, 

casting, machining, assembling, testing & inspection, marketing and service, with 20           experience in high-tech industry. And 85% of 

our products have been exporting to Europe, USA, Japan and any other countries.

600 staffs, of whom 60 technician and engineers, 4 precision casting lines, 200 CNC lathes and other processing equipments, and it 
2covers an area of 67000m .

Full set of advanced testing and inspection equipments, such as spectrometers, chemistry analyzers, metallurgical microscope, 

sclerometer, roundness measuring instrument, rough meter and three-coordinate measuring instrument, valve life-cycle test machine and 

fire-test equipment  to ensure the quality. 

Main products: Flanged ball valves, Threaded ball valves, Fully welded ball valves, Automation valves, 

                             Threaded fittings, Press fittings, Tank valves and spare parts,etc .

Design stardards: API, ASME, ISO,EN,BS, DIN, JIS,GB. 

Pressure rating: Class 150/ 300/ 600/ 900/ 1500

                              PN 16/ 25/ 40/ 63 / 100/ 160

                              JIS 10K/ 20K/ 30K/ 40K/ 63K/ 110K

Material: CF8M, CF8, CF3, CF3M, CN7M, LCB , WCB, WC6, WC9, C5 and other material upon your request.

Certificate: API 6D, API 608, API 607, TSG, ISO9001, ISO14001, OHSAS18001, DVGW W534, CE, TS 16949, SIL.

years



PRODUCTION SITE & TESTING EQUIPMENT

/Roundness/Ultrasonic thickness meter/Life cycle testing

/High precision air tight testing machine/Spectrometer / 3-coordinate measuring instrument

/Precision machine /CNC machining 

/Automatic locking /Precision machining



ISO 9001

CE 0035

API 6D API 608

API 607

ATEX 2014/34/EU SIL

OHSAS 18001

ISO 14001

CTP

TS

COMPANY CERTIFICATE



hreaded Ball Valve 

MINI -Q01H/Q03H/Q02H
Mini Valve (F/F M/F M/M)-------------------------------------------------------------------------1

1PC -Q118
1PC Threaded Ball Valve--------------------------------------------------------------------------2

1PC  2000PSI-Q110
1PC Firesafe Ball Valve 2000PSI----------------------------------------------------------------4

2PC -Q218
2PC Threaded Ball Valve--------------------------------------------------------------------------6

2PC -Q218Q
2PC Threaded Ball Valve Light Type----------------------------------------------------------8

2PC -Q218C
2PC Threaded Ball Valve DIN3202-M3-------------------------------------------------------10

2PC -Q238
2PC Threaded Ball Valve M/F-------------------------------------------------------------------12

2PC  2000PSI-Q210
2PC Full Port 2000PSI---------------------------------------------------------------------------14

2PC  2000PSI-Q210S
2PC Reduced Port 2000PSI--------------------------------------------------------------------16

3PC -Q318 7
3PC Threaded Ball Valve------------------------------------------------------------------------18

3PC -Q318Q
3PC Threaded Ball Valve Light Type----------------------------------------------------------20

3PC -Q3B8 7
3PC Butt Weld Ball Valve------------------------------------------------------------------------22

3PC -Q3B8(7)C
3PC Butt Weld Ball Valve-------------------------------------------------------------24

3PC -Q3S8 7
3PC Socket Weld Ball Valve--------------------------------------------------------------------26

3PC 200PSI-Q318C
3PC Clamp Ball Valve 200PSI------------------------------------------------------------------28

1PC -QA18
1PC Ball Valve With Mounting Pad------------------------------------------------------------30

2PC -QB18
2PC Ball Valve With Mounting Pad------------------------------------------------------------32

2PC -B QB18-B
2PC Threaded Ball Valve (B)--------------------------------------------------------------------34

3PC -QC18 7
3PC Ball Valve With Mounting Pad------------------------------------------------------------36

3PC -QCB8(7)C
3PC  Butt Weld Ball Valve With Mounting Pad-------------------------------------38

3PC 200PSI-QC18C
3PC Clamp Ball Valve With Mounting Pad 200PSI--------------------------------------- --40

3PC B BC18
3PC  Ball Valve With Mounting Pad (B)----------------------------------------------------- --42

3PC 2000PSI
3PC  Fire-proof Ball Valve With Mounting Pad 2000PSI--------------------------------- --44

-QT18/QL18
3-way Ball Valve With Mounting Pad----------------------------------------------------------46

B BT18/BL18
3-way Ball Valve With Mounting Pad B ----------------------------------------------------48

-B BTCB/BLCB
3-way Ball Valve With Mounting Pad B ----------------------------------------------------50

Y -S117
Y- strainer------------------------------------------------------------------------------------------52

Y -HY17
Y- spring Check Valve----------------------------------------------------------------------------53

2PC -H216
2PC Vertical Check Valve-----------------------------------------------------------------------54

-HX16
Swing Check Valve-------------------------------------------------------------------------------55

GD -WGD
GD Bibcock----------------------------------------------------------------------------------------56

Sanitary 

Sanitary



 Dimensions

 Part Drawing

 Body

 Cap

 Ball

 Stem

 Seat A

 Seat B

 Gasket

O  O-ring

 Handle

 Screw

CF8

F304

F304

F304

PTFE/RPTFE

PTFE/RPTFE

PTFE

VITON

Al

304

No. Item Material

CF8M

F316

F316

F316

PTFE/RPTFE

PTFE/RPTFE

PTFE

VITON

Al

304

1

2

3

4

5

6

7

8

9

10

1 23

4

56

7

8

9

10

 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Reduced bore

2  Blow-out proof stem

3  Sanitary design

 Design features
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 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

 

      Reduced bore

2  

      Blow-out proof stem

3

      Lockable handle or butterfly handle (option) 

 Design features

2
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 Standard specification

 Design: API 608

 Rating: 2000PSI

 Thread ASME B 1.20.1, BS21, DIN2999/259, 

                ISO228-1, JIS B 0203, ISO7-1

 Inspection: API 598, EN12266

1  

      Reduced bore

2  

      Blow-out proof stem

3  

      Fire-proof

 Design features

4
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 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203, ISO7-1

 Inspection: API 598, EN12266

1

       Full bore

2  

      Blow-out proof stem

 Design features
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 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  

      Full bore

2  

      Blow-out proof stem

 Design features
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 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Full bore

2  Blow-out proof stem

 Design features
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 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  

      Full bore

2  

      Blow-out proof stem

3  

      Male & Female thread

 Design features
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 Standard specification

 Design: API 608

 Rating: 1000PSI 1/4"~2"  800PSI 21/2"~4"

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  

      Full bore

2  

      Blow-out proof stem

 Design features
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread: ASME B 1.20.1, BS21,DIN2999/259,
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Inspection: API 598, EN12266
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      Full bore

2  

      Blow-out proof stem

 Design features
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 Dimensions
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 Standard specification

 Design: API 608

 Rating: 1000PSI 1/4"~2"  800PSI 21/2"~4"

 Butt weld ASME B 16.25

 Inspection: API 598, EN12266

1  

      Full bore

2  

      Blow-out proof stem

3  

      Butt weld connection

 Design features

www.gd-tek.com

22

0.364

0.360

0.458

0.735

1.126

1.701

2.473

3.864

7.375

10.885

17.950

4.5

4.5

5

6

10

13

19

25

40

65

100



 Part Drawing

 Body

 Cap

 Ball

 Stem

 Seat

 Gasket

 Stem packing

 Packing gland

 Handle

 Spring washer

 Nut

 Handle cover

 Spring washer

 Nut

 Bolt

CF8

CF8

F304

F304

PTFE/RPTFE

PTFE

PTFE

F304

304

304

A2-70

PVC

304

A2-70

A2-70

No. Item Material

CF8M

CF8M

F316

F316

PTFE/RPTFE

PTFE

PTFE

F304

304

304

A2-70

PVC

304

A2-70

A2-70

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

WCB

WCB

F304

F304

PTFE/RPTFE

PTFE

PTFE

F304

304

304

A2-70

PVC

304

A2-70

A2-70

12 3

4

5

6 7

8

9

10

11

13

12

5 2 1415

www.gd-tek.com

23



 Dimensions
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 Standard specification

 Design: API 608

 Rating: 1000PSI(1/4"~2") 800PSI(21/2"~4")

 Butt weld ASME B 16.25

 Inspection: API 598, EN12266

1  

      Full bore

2  

      Blow-out proof stem

3

Lengthened butt welding connection

 Design features
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 Dimensions
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 Standard specification

 Design: API 608

 Rating: 1000PSI 1/4"~2"  800PSI 21/2"~4"

 Socket weld ASME B16.11

 Inspection: API 598, EN12266

1

      Full bore

2  

      Blow-out proof stem

3  

      Socket weld connection

 Design features
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 Dimensions
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 Standard specification

 Design: API 608

 Rating: 200PSI

 Clamp: ISO2861

 Inspection: API 598, EN12266

1

      Full bore

2  

      Blow-out proof stem

3

      Clamp connection

 Design features

www.gd-tek.com

28



 Part Drawing

 Body

 Cap

 Ball

 Stem

 Seat

 Cap gasket

 Gasket

 Stem packing

 Packing gland

 Handle

 Spring washer

 Nut

 Handle cover

 Spring washer

 Nut

 Bolt

CF8

CF8

F304

F304

PTFE/RPTFE

PTFE

PTFE

PTFE

F304

304

304

A2-70

PVC

304

A2-70

A2-70

No. Item Material

CF8M

CF8M

F316

F316

PTFE/RPTFE

PTFE

PTFE

PTFE

F304

304

304

A2-70

PVC

304

A2-70

A2-70

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

12 3

4

5 6

7
9

10

11

13

12

5 2 14 15

www.gd-tek.com

29

616

8
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SIZE D H hL 

1/4"

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

7

7

9.2

12.5

15

20

25

32

43

45

55

60

73

78

89

100

9

9

9

9

9

9

11

11

24.5

24.5

26

32

35

38

42

50

F

6

6

6

9

9

9

11

11

M

6.5

6.5

6.5

6.5

6.5

6.5

7

7

N

36

36

36

36

36

36

50

50

ISO5211

F03

F03

F03

F03

F03

F03

F05

F05

 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Reduced bore

2  Blow-out proof stem

3 ISO 5211

      ISO 5211 standard actuator mounting pad

4 +O Stem packing with O-ring design

 Design features

www.gd-tek.com

30

0.155 

0.147

0.171

0.278

0.404

0.579

0.853

1.230

3

3

4

5

6

10

13

19



 Part Drawing

 Body

 Cap

 Ball

 Stem

 Seat

 Spilt collar

 Gasket

O  O-ring

CF8

CF8

F304

F304

PTFE/RPTFE

304

PTFE

VITON

No. Item Material

CF8M

CF8M

F316

F316

PTFE/RPTFE

304

PTFE

VITON

1

2

3

4

5

6

7

8

WCB

WCB

F304

F304

PTFE/RPTFE

304

PTFE

VITON

www.gd-tek.com

31



 Dimensions

 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Reduced bore

2  Blow-out proof stem

3  Antistatic device

4 ISO 5211

      ISO 5211 standard actuator mounting pad

5 +O  Stem packing with O-ring design

 Design features
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 Dimensions

 Standard specification

 Design API608

 Rating 1000PSI

 Thread: ASME B 1.20.1, Bs21, DIN2999/259,

                IS0228-1, JIS B 0203, IS07-1

 Inspection API 598, EN12266

1  Reduced bore

2  Blow-out proof stem

3 ISO 5211

      ISO 5211 standard actuator mounting pad

4 API608

      Adjustable stem packing without discharging handle or actuator

5 +O +

      Stem packing with O-ring and multiple seal

 Design features
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 1/4"~2"  800PSI 21/2"~4"

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Full bore

2  Blow-out proof stem

3 ISO 5211

      ISO 5211 standard actuator mounting pad

4 +O +

      Stem packing with O-ring and multiple seal

5 Q3B8(7) Q3S8(7)

      Butt weld and socket weld connections can be configured. 

      See Q3B8(7) Q3S8(7) for details

1000PSI

 Design features
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 1000PSI(1/4"~2") 800PSI(21/2"~4")

 Butt weld ASME B 16.25

 Inspection: API 598, EN12266

1  Full bore

2  Blow-out proof stem

3  Lengthened butt welding connection

4 ISO 5211 

      ISO5211 standard actuator mounting pad

5 +O +

      Stem packing with O-ring and multiple seal

 Design features
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9
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12

13

14

15

16

17
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19

20

21

22

WCB

WCB

F304

F304

PTFE/RPTFE

PTFE

VITON

PTFE

304

SS301

304

304

A2-70

304

PVC

A2-70

304

A2-70

A2-70

A2-70

304

304

R
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 200PSI

 Clamp ISO2861

 Inspection: API 598, EN12266

1  Full bore

2  Blow-out proof stem

3  Clamp connection

4 ISO 5211

      ISO 5211 standard actuator mounting pad

5 +O +

      Stem packing with O-ring and multiple seal

 Design features

www.gd-tek.com

40

1/4"

1/2"

1"

1-1/2"

2"

SIZE D H W L H1 H2 F M

10

15

25

38

50

72
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90
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117

141

141

162
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188

70

75

83

125

150

39

40.5

51.5

69

77.5

9

9

11

14

14

9

9

11

14

14

36

36

42

50

50

F03/F04

F03/F04

F04/F05

F05/F07

F05/F07

ISO5211N

42

42

50

70

70



 Part Drawing Part Drawing

 Body

 Cap

 Ball

 Stem

 Seat

 Cap gasket

 Gasket

O  O-ring

 Stem packing

 Packing gland

 Spring washer

 Nut

 Locking washer

 Steel washer

 Handle

 Handle cover

 Spring washer

 Nut

 Bolt

 Screws

 Steel washer

 Nut

CF8

CF8

F304

F304

PTFE/RPTFE

PTFE

PTFE

VITON

PTFE

F304

SS301

304

304

304

304

PVC

304

A2-70

A2-70

A2-70

304

A2-70

No. Item Material

CF8M

CF8M

F316

F316

PTFE/RPTFE

PTFE

PTFE

VITON

PTFE

F304

SS301

304

304

304

304

PVC

304

A2-70
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304
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1

2

3

4

5

6

7
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Full bore

2  Blow-out proof stem

3 API608  

      Adjustable stem packing without discharging handle or actuator

4 ISO 5211

      ISO 5211 standard actuator mounting pad

5 +O +

      Stem packing with O-ring and multiple seal

6

      Anti-static structure (option)

 Design features
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1/4"

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

SIZE D L W H H1 H2 F D1
BW SW

Db Lb De A

11

12.5

15

20

25

32

38

50

64

64

72

80

85

105

113

132

112

112

112

112

132

132

172

172

64

64

67

71

85

92

112

120

41.5

41.5

44

48

56.5

64

77

85

8.5

8.5

8.5

8.5

11

11

14.5

14.5

9

9

9

9

11

11

14

14

36

36

36

36

42

42

50

50

F03/F04

F03/F04

F03/F04

F03/F04

F04/F05

F04/F05

F05/F07

F05/F07

ISO5211D2

42

42

42

42

50

50

70

70

15.2

17.2

22.5

27.5

34

43

50

62

61

61

63

78

87

97

113

134

14.1

17.6

21.7

27.1

33.8

42.6

48.7

61.1

10

10

10

13

13

13

13

16

4.5

4.5

5

6

10

13

19

25

0.508 

0.504 

0.530 

0.650 

1.000 

1.450 

2.260 

3.100 



 Body

 Cap

 Ball

 Stem

 Seat

 Gasket

O  O-ring

 Stem packing

I  Nut

 Packing gland

 Spring washer

 Double screw bolts

 Packing gland

 Steel washer

 Handle cap

 Screws 

 Handle

 Handle cover

I  Nut

 Bolt

 Spring washer

 Screws 

I  Nut

 Steel washer

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

CF8M

CF8M

F316

F316

PTFE/RPTFE

Flexible graphite

PTFE

VITON

Flexible graphite

RPTFE

304

SS301

A2-70

304

304

A2-70

304

PVC

A2-70

A2-70

304

A2-70

304

A2-70

No. Item Material

 Part Drawing
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CF8

CF8

F304

F304

PTFE/RPTFE

Flexible graphite

PTFE

VITON

Flexible graphite

RPTFE

304

SS301

A2-70

304

304

A2-70

304

PVC

A2-70

A2-70

304

A2-70

304

A2-70



 Dimensions

 Standard specification

 Design: API 608

 Rating: 2000PSI 1/4 ~11/4 1500PSI 11/2 ~2

 Thread ASME B 1.20.1, BS21, DIN2999/259

ISO228-1 JIS B 203 ISO7-1

 Inspection: API 598, EN12266

 Full bore

2  Blow-out proof stem

3  Fire-proof

4  High pressure

5 ISO 5211

ISO 5211 standard actuator mounting pad

6 +O +

Stem packing with O-ring and multiple seal

7  Antistatic device

                , , 

1

      

       

 Design features
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1/4"

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

SIZE D L W H H1 H2 F M

10
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15

20

25

32

38

50

50

60

75

80

86

110

120

140

141

141

141

141

162

162

188

188

72

72

75

80

90

98

113

122

39

39

41.5

47

53.5

60.5

74

82.5

9

9

9

9

11

11

14

14

9

9

9

9

11
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14

14

36

36

36

36

42

42

50

50

F03/04

F03/04

F03/04

F03/04

F04/05

F04/05

F05/07

F05/07

ISO5211N

42

42

42

42

50

50

70

70
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 Part Drawing
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 Body

 Cap

 Ball

 Stem

 Seat

 Gasket

 Gasket

O  O-ring

 Stem packing

 Gasket

 Packing gland

 Spring washer

 Nut

 Locking washer

 Steel washer

 Nut

 Handle

 Handle cover

 Nut

 Bolt

 Spring washer

 Nut

 Steel washer

 Screws

1

2

3

4

5

6

7

8

9
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13

14

15

16

17

18
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20

21

22
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24

CF8M

CF8M

F316

F316

PTFE/RPTFE

Flexible graphite

PTFE

VITON

Flexible graphite

RPTFE

304

SS301

A2-70

304

304

A2-70

304

PVC

A2-70

A2-70

304
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304
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CF8

CF8

F304

F304

PTFE/RPTFE

Flexible graphite

PTFE

VITON

Flexible graphite

RPTFE

304

SS301
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304

304

A2-70
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A2-70

A2-70

304

A2-70
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Reduced bore

2  Blow-out proof stem

3 ISO 5211

      ISO 5211 standard actuator mounting pad

4 +O +

      Stem packing with O-ring and multiple seal

5 L &T    L type & T type (option)

 Design features
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SIZE D H H1L 

1/4"

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

9

11

12.5

16

20

25

32

38

80

80

80

83

102

111

126

146.5

42

42

42

49

59.5

63

73.5

82.5

141

141

141

141

163

163

187

187

J

9

9

9

9

11

11

14

14

M

36

36

36

36

42

42

50

50

N

42

42

42

42

50

50

70

70

ISO5211

F03/F04

F03/F04

F03/F04

F03/F04

F04/F05

F04/F05

F05/F07

F05/F07

W

75

75

75

82

97.5

101

112.5

122

h

9

9

9

9

11

11

14

14

L1 

64

64

64

68

81.5

90

106

123

QT18 
Weight(kg)

0.702

0.674

0.682

0.912

1.512

2.104

3.315

4.930

0.717

0.677

0.673

0.935

1.469

2.143

3.305

4.985

8

8

8

12

18

23

32

44

QL18 
Weight(kg)



 Part Drawing

 Body

 Cap A

 Cap B

 Ball

 Stem

 Seat

 Gasket

 Gasket

 Gasket

O  O-ring

Stem packing

 Packing gland

 Spring washer

 Locking washer

 Steel washer

 Nut

 Handle

 Handle cover

CF8

CF8

CF8

F304

F304

PTFE/RPTFE

PTFE

PTFE

PTFE

VITON

PTFE

304

SS301

304

304

A2-70

304

PVC

No. Item Material

CF8M

CF8M

CF8M

F316

F316

PTFE/RPTFE

PTFE

PTFE

PTFE

VITON

PTFE

304

SS301

304

304

A2-70

304

PVC

1

2

3

4

5

6

7

8

9
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14

15

16

17

18

13

4

6

7

8

9

10

11

12

13

14

15

16

17

18

5

2

16

6 8 3

6
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Reduced bore

2  Blow-out proof stem

3 ISO 5211

      ISO 5211 standard actuator mounting pad

4 API608  

      Adjustable stem packing without discharging handle or actuator

5 +O +

      Stem packing with O-ring and multiple seal

6 L &T    L type & T type (option)

7

      Anti-static structure (option)

 Design features
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SIZE D H H1L1 

60.5

60.5

60.5

66

80

90

103

122.5

41.5

41.5

41.5

45

56

62.5

76
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112

112

112

132

132
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F

9

9

9

9
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M
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36

36
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42

42
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N

42
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42
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50
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W

66.5

66.5

66.5

68.5

84.5

90.5
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120

H2

8.5

8.5

8.5

9
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14.5

14.5

L2 

40

40

40

41.5

51

55.5

63

73.5
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3/8"
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1-1/4"
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9
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32
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F03/F04

F03/F04

F03/F04

F04/F05

F04/F05

F05/F07

F05/F07

8

8

8

12

18
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32

44

BT18
Weight(kg)

BL18
Weight(kg)

0.740

0.700

0.678

0.947

1.616

2.194

3.215

5.111

0.740

0.700

0.678

0.947

1.616

2.194

3.215

5.111



 Part Drawing

 Body

 Cap A

 Cap B

 Ball

 Stem

 Seat

 Gasket

 Packing gland

 Gasket

 Gasket

O  O-ring

 Nut

 Double screw bolts

 Stem packing

 Packing gland

 Spring washer

 Handle cover

 Handle

 Screws 

 Locking nut

 Steel washer

 Screws 

 Nut

 Steel washer

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

CF8M

CF8M

CF8M

F316

F316

PTFE/RPTFE

PTFE

A351-CF8

PTFE

PTFE

VITON

A2-70

A2-70

PTFE

304

SS301

PVC

304

A2-70

304

304

A2-70

A2-70

304

CF8

CF8

CF8

F304

F304

PTFE/RPTFE

PTFE

A351-CF8

PTFE

PTFE

VITON

A2-70

A2-70

PTFE

304

SS301

PVC

304

A2-70

304

304

A2-70

A2-70

304

No. Item Material
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 Dimensions

 Standard specification

 Design API608

 Rating 200PSI

 Collar DIN32676, ASO2852

 Inspection API 598, EN12266

1  Reduced bore

2  Blow-out proof stem

3 ISO 5211

      ISO 5211 standard actuator mounting pad

4 API608  

      Adjustable stem packing without discharging handle or actuator

5 +O +

      Stem packing with O-ring and multiple seal

6 L &T    L type & T type (option)

7

      Anti-static structure (option)

 Design features
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SIZE D L2 WD1 

27.5

27.5

34.5

34.5

34.5

56.5

112

112

132

132
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119.5

127.5
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41.5
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62.5

76
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8.5

9
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F

9

9
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14
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H
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68.5

84.5
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D2 
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 Part Drawing

 Body

 Cap A

 Cap A

 Ball

 Stem

 Seat

 Gasket

 Packing Gland

 Gasket

 Gasket

O  O-ring

 Nut

 Double screw bolts

 Stem packing

 Packing gland

 Spring washer

 Handle cover

 Handle

 Screws

 Locking nut

 Steel washer

 Screws

 Nut

 Steel washer

1

2

3

4

5
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7

8

9
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19

20

21

22
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PTFE/RPTFE

PTFE
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PTFE

PTFE

VITON
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304

PTFE

304

SS301
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304
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 Dimensions

 Part Drawing

CF8

CF8

PTFE

304

Material

CF8M

CF8M

PTFE

316

 Body

 Cap

 Cap gasket

 Mesh

No. Item

1

2

3

4

1 4 3 2

 Standard specification

 Rating: ASME B16.34

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266
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 Weight(kg)

0.233

0.224

0.217

0.340

0.630

0.800

1.126

1.950

4.065

4.966

SIZE

1/4"

3/8"

1/2"

3/4"

1"

11/4"

11/2"

2"

21/2"

3"

D

12

12

15

20

25

32

40

50

65

76

L

65

65

65

80

90

105

120

140

183

198

H

42

42

42

51

65

66

75

86

112

123



 Dimensions

 Standard specification

 Design: API 602

 Rating: 800PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

 Part Drawing

SIZE

1/4"

3/8"

1/2"

3/4"

1"

11/4"

11/2"

2"

21/2"

3"

D

12

12

15

20

25

32

40

50

65

76

L

65

65

65

80

90

105

120

140

183

198

H

44

44

44

54

66.5

68

78

93

121

137

CF8

F304

F304

F304

PTFE

PTFE

A2-70

Material

CF8M

F316

F316

F316

PTFE

PTFE

A2-70

 Body

 Cap

 Disc

 Spring

 Cap gasket

 Gasket

 Locking nut

No. Item

1

2

3

4

5

6

7

1 43 2567
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 Weight(kg)

0.261 

0.244 

0.255 

0.410 

0.773 

0.933 

1.429 

2.245 

4.368 

5.558 



 Dimensions

SIZE

1/4"

3/8"

1/2"

3/4"

1"

11/4"

11/2"

2"

21/2"

3"

4"

D

10.5

11

13

17

22

32

38

50

63

74

94

L

54

54

57

64

75

82

93

100

120

140

158

 Part Drawing

 Body

 Cap

 Disc

 Gasket

 Gasket

 Spring

 Pin

CF8

CF8

F304

PTFE/VITON

PTFE

F304

304

No. Item Material

CF8M

CF8M

F316

PTFE/VITON

PTFE

F316

316

1

2

3

4

5

6

7

WCB

WCB

F304

PTFE/VITON

PTFE

F304

304

1 43 256 7

 Standard specification

 Design: API 602

 Rating: 200PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

www.gd-tek.com

54

Weight(kg)

0.165 

0.155 

0.165 

0.298 

0.448 

0.651 

0.992 

1.613 

2.700 

3.805 

6.332 



 Dimensions

 Standard specification

 Design: API 602

 Rating: 200PSI

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

 Part Drawing

SIZE

1/2"

3/4"

1"

11/4"

11/2"

2"

21/2"

3"

D

14

19

24

31

37

47

62

75

L

65

80

90

105

120

140

156

188

H

41

53

61

60

75

78

90

100

CF8

CF8

CF8

PTFE

PTFE

304

304

Material

CF8M

CF8M

CF8M

PTFE

PTFE

304

304

 Body

 Cap

 Disc

 Cap gasket

 Gasket

 Bolt

 Pin

No. Item

1

2

3

4

5

6

7

1

4

3

2

5 67
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 Weight(kg)

0.322

0.475

0.723

1.061

1.481

2.321

3.830

6.150



 Dimensions

 Part Drawing

 Standard specification

 Design: ASME B16.34

 Rating: 200PSI

 Thread ASME B 1.20.1, Bs21, DIN2999/259, 

                 ISO228-1, JIS B 0203, ISO7-1

 Inspection: API 598, EN12266

SIZE

1/2"

3/4"

1"

D

10

12.5

15

L

149

156

145

H

91

102

116

CF8

CF8

F304

F304

PTFE/RPTFE

PTFE

PTFE

NBR/VITON

CF8

CF8

NBR

304

PVC

304

A2-70

Material

CF8M

CF8M

F316

F316

PTFE/RPTFE

PTFE

PTFE

NBR/VITON

CF8M

CF8M

NBR

304

PVC

304

A2-70

 Body

 Cap

 Ball

 Stem

 Seat

 Cap gasket

 Gasket

O  O-ring

 Connector

 Nut

 Gasket

  Handle

 Handle cover

 Steel washer

 Thin nut

No. Item

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

W

90

90

90

A

23

29

34
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56

1

4

3 25 6

7

5

8
8

9

10

11

1213

14

15

 Weight(kg)

0.229

0.332

0.5
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